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High-Contrast System for Identifying Potential Seal Failures

Medical Device Pouch Seal Check System

The SEAL CHECK System is a powerful, ready-to-use sterile-packaging validation tool designed to help you 
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usual, and visually evaluate the seal event for any irregularities.

Overview

Optimal seal quality depends on correctly set parameters such as sealing temperature and sealing pressure. Any 
deviation in these settings appears clearly on the Seal Check indicator strip.

The Seal Check and Seal Check HDPE versions highlight defective areas on dark contrast strips, making even 
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How It Works

Why Seal Check Matters

In accordance with ISO 11607, Part 2, every sealing seam must demonstrate:

The Hawo-test Seal Check uses a high-contrast indicator strip that makes deviations in seal
quality immediately visible, removing subjective interpretation and ensuring consistent
evaluation across all sealing devices.

No channels or open seals

No punctures or tears

No material delamination or separation

Available Versions

For Transparent Bags and Tubes (Paper/Film)
(Medical-grade paper per EN 868-3)

Seal Check med – 175 mm for rotary sealers (250 pcs.)

Seal Check dent – 250 mm for bar sealers (100 pcs.)

For Transparent Bags and Tubes (Uncoated Tyvek®/Film)

Seal Check HDPE – 175 mm for rotary sealers (250 pcs.)

What’s Included
Each Seal Check kit contains:

250 Seal Check test strips

Reference evaluation card

Easy-use packaging for quick deployment
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In accordance with EN ISO 11607-2 the sealing
seam must show various quality properties
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accordance with EN ISO 11607-2

Following faults (images 2 to 5) may appear
during a seal. In this case, the quality properties
(5.3.2 b) for a sealing seam, which have to be
given in accordance with EN ISO 11607-2, can
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Seal Check indicators are not suitable for
packaging with gusseted material.
We recommend the hawo InkTest.

3. Punctures or tears 5. Temperature or contact pressure too high

2. Channels or open seals 4. Material delamination or separation /
temperature or contact pressure too low

Seal Check


